
Control made easy.

HMI PAC

H
M

I P
AC

 - 
Co

nt
ro

l m
ad

e 
ea

sy
.

ESA S.p.A. |  www.esa-automation.com |

Connect 
ideas. 
Shape 
solutions.

H
M

I PAC - Control m
ade easy.



Overview
Smart Tech. Ease of Use.
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Overview Solutions

Size comparison

Linux C++

Compact

Codesys Windows 
embedded



ESA HMI PAC is the evolution of the standard ESA 
HMI including the powerful and well known softPLC 
runtime Codesys. Both the visualization and the 
machine control functionalities are embedded in a 
single product. The I/O can be connected locally or 
remotly via the real time ethercat bus. 

Online Tag sharing between the HMI and the SoftPLC 
programming enviroment.

Preloaded Codesys 3.5 runtime

Battery powered NVRAM

Software Watchdog

Hardware Wathcdog

Ethercat master stack onboard

Windows Embedded Compact 7 Pro operating system

Preloaded Everyware runtime

SNTP Server and Client

Alluminium front side PTFE coating

True Flat touch screen

Front status led

CPU Arm Cortex A8 1 GHz

Ram DDR3

3 Gb internal memory

SDHC v 2.0 (till 25Mbyte)

High brightness display (16M colours)

FEATURES

APPLICATION

Packaging Machine

Plastic and rubber machine

Steel and Wood working machine

CNC

Food processing machine

Robotics

CANOpen real time fieldbus

Additional C++ task for advanced motion and CNC applications

Web based HMI visualization

Everyware runtime for remote connection and maintanance

IEC 61131-3 softPLC programming

ESA motion library for single and multi axes management

Ethercat real time fieldbus
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EWDB

EWDL + EWML

EWDL + EWML

EW112AB7CN
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Power supply
12 .. 32 Vdc

System configuration
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2x RS232 / 
485 Serial 
port

2x Ethernet 
port:
-1x 1Gb
-1x 10/100 Mb

Micro USB 
programming 
port

SD slot

I/O

USB port
2x USB-A



TECHNICAL 
SPECIFICATIONS

EW100AB

data sheet
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EW104AB EW107AB EW112AB EW115AB

Display Size 4,3” 7” 12,1” 15,6”

Display Technology TFT 

Display Colors 262 K 16 M

Display Backlight LED

Display Brightness (cd/m²) 400 600 400 300

Display Resolution (pixel) 480x272 800x480 1280x800 1366x768

Backlight Life (hours) 50 K

Processor ARM Cortex A8

RAM 256 MB DDR3 512 MB DDR3

Flash 3 GB

NVRAM 32 Kb (SoftPLC)

Scan Time (µSec) Typical 30

Serial Ports SP1 RS232/485-MPI-COM0; SP2 RS232/485-MPI-COM0; CAN; Profibus

Ethernet (Ethercat Master) 1 x 10/100Mb 2 x 10/100Mb

USB Ports 1 x USB Host + 1 x USB Device 2 x USB Host + 1 x USB Device

Cardbus slot 1 x SDHC/MMC

Power Supply (Vdc) 18 – 32

Consumption (W) 4 7 15 19

Operating Temperature (°C) -10 … +50 (non condensing)

Storage Temperature (°C) -20 … +65

Humidity <90% (non condensing)

External dimensions(W/H/D) (mm)
166 x 112 x 45,9

(61 with double port) 202 x 142 x 45,9 340,5 x 238,5 x
48,6

436,5 x 285,5 x
54,4

Cut-out dimensions (W/H) (mm) 158,5 x 104,5 195 x 135 326 x 227 422,5 x 271,5

Weight (kg) 0,5 0,8 2,5 4,5

Protection degree (front) IP 66

Certifications
CE / EN60068-2-6 / EN60068-2-27 / Humidity EN60068-2-30

cULus (Certificate no. E189179) / EAC
ATEX 2014/34/UE directive Group II Category 3 G D Zone 2/22
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Esaware HMI + SoftPLC + I/O 
Control made easy
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EW104AC EW107AC EW112AC EW115AC

Display Size 4,3” 7” 12,1” 15,6”

Display Technology TFT 

Display Colors 262 K 16 M

Display Backlight LED

Display Brightness (cd/m²) 400 600 400 300

Display Resolution (pixel) 480x272 800x480 1280x800 1366x768

Backlight Life (hours) 50 K

Processor ARM Cortex A8

RAM 256 MB DDR3 512 MB DDR3

Flash 3 GB

I/O Slot 4 8 12 16

NVRAM 32 Kb (SoftPLC)

Scan Time (µSec) Typical 30

Serial Ports SP1 RS232/485-MPI-COM0; SP2 RS232/485-MPI-COM0; CAN; Profibus

Ethernet (Ethercat Master) 1 x 10/100Mb 2 x 10/100Mb

USB Ports 1 x USB Host + 1 x USB Device 2 x USB Host + 1 x USB Device

Cardbus slot 1 x SDHC/MMC

Power Supply (Vdc) 18 – 32

Consumption (W) 4 7 15 19

Operating Temperature (°C) -10 … +50 (non condensing)

Storage Temperature (°C) -20 … +65

Humidity <90% (non condensing)

External dimensions(W/H/D) (mm)
166 x 112 x 45,9

(61 with double port) 202 x 142 x 45,9 340,5 x 238,5 x
48,6

436,5 x 285,5 x
54,4

Cut-out dimensions (W/H) (mm) 158,5 x 104,5 195 x 135 326 x 227 422,5 x 271,5

Weight (kg) 0,5 0,8 2,5 4,5

Protection degree (front) IP 66

Certifications
CE / EN60068-2-6 / EN60068-2-27 / Humidity EN60068-2-30 / cULus (Certificate no. E189179)

EAC / ATEX 2014/34/UE directive Group II Category 3 G D Zone 2/22



VESA BOX Solution

VESA BOX

Simple design ready for VESA mounting; available for 
all sizes (7” - 10,1” - 15,6”) with IP21 protection level. 

VESA Arm fixing kitHole D.25 mm
Cable through
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HAND HELD BOX Solution

HAND HELD

Handheld solution including possibility to have 
customized push buttons.



EW x x x x x x x x x x Personalizzazione

Serie

1=100

LCD

04= 4,3" wide

07= 7"  wide

12= 12,1" wide

15= 15,6" wide

Front / Touch

A= AluTeflon Resist  

Type

A= AluTeflon Resist 

2= Winding type 2

Rt

0= Runtime Crew Type:  B and C + Codesys

7= RT Crew + Codesys + Task Motion Type:  B and C

9= Runtime Crew + Task C Type:  B 

Opzione Porte

CN= Can

Opzione Wireless

00 = no radio option

Personalizzazione

N = No Logo

Order Code
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SYSTEM ARCHITECTURE
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EW620
I/O System Module

EWML
ServoMotor

EWDL
ServoDrive

On Board
Servo Drive

9MDSM5xx and DC
Servo Motor

EWDU
ServoDrive

EW1xx
PAC Panel

EW1xxA(B)7CN
HMI software developed with Crew
PLC software developed with IEC61131 environment (Codesys)
Codesys library for simple motion (example SAP Positioning without interpolation)
EtherCAT communication (I/O and drives)
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Download our free App to get 

ESA Catalog
on your smartphone or tablet 

The complete range of ESA products 
on your smartphone and tablet with one 
tap.

Download fromH
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ESA S.p.A. |  www.esa-automation.com |

Connect 
ideas. 
Shape 
solutions.

ESA S.p.A. | Headquarters
Via Padre Masciadri 4/A
22066 Mariano Comense (CO) Italy
Tel.+39 031 757400
Fax. +39 031 751777
info@esa-automation.com

ESA S.p.A. | LBU
Via Molise, 1 - Z.I. Gello
56025 Pontedera (PI) - Italy
Tel. +39 0587 296014
Fax. +39 0587 294240

ESA Elettronica GmbH
Carl-Zeiss-Strasse, 35
63322 Rödermark - Deutschland
Tel. +49 6074 486 45 0
Fax. +49 6074 486 45 66

ESA S.p.A. | LBU
Via Monari Sardè 1
40010 Bentivoglio (BO)
Tel. +39 051 6640464

ESA Software & Automation India Pvt. Ltd
HYBRID TOWERS , NO: 5AC-101 , Ist Floor, 2nd 
Main,HRBR Layout, 3 rd Block,Kalyan Nagar Post, 
Bangalore-560 043 – INDIA
Tel. +91 80 25435656

ESA Elektronik Technology Ticaret Limited Şirketi
Mahmutbey Mahallesi Taşocağı yolu caddesi
Ağaoğlu 212 My Office No:3 Ofis No:239
Bağcılar/Istanbul - Türkiye
Tel: +90(212) 809 49 00-01
Fax: +90(212) 809 49 02

ESA energy S.r.l.
Via Fortunato Zeni 8
38068 Rovereto (TN) - Italy
Tel.+39 0464 443272
Fax. +39 0464 443273

ESA Europa S.L.U.
Passeig del Ferrocarril, 335
08860 Castelldefels (Barcelona) - España
Tel.+34 936455014 
Fax. +34 936455013

ESA Automation Technology (Shanghai) Co. Ltd
Room1006-2, Building 21B, 1158 Zhongxin Road, 
Songjiang Dist. Shanghai, CHINA 
Tel: 021-60907250
Fax: 021-60907258
Post code: 201199
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